
Temperature-compensated (tempera-
ture fluctuations do not have any influ-
ence on the measurement result)

11 different meas. units to select from 

Measures leak rate (pressure drop
over time) 

Min/Max value

Hold button

Data memory for single values or se-
ries of measurements 

Auto-Off/Low Bat display

With precision certificate

Additional information at

Configuration modes

One touch zero 

Hold button

www.testo.comwww.testo.com

Highly Accurate Pressure Meters for Industrial Applicationstesto 525

Temperature fluctuations do not
have any influence on measure-
ments taken using testo 525 on
account of temperature compen-
sation. It facilitates measurements
in the ranges of positive/negative
overpressure and absolute pres-
sure making testo 525 the ideal
reference measuring instrument
for calibration.

testo 525, pressure meters incl. bat-
tery and calibration protocol. See
below for the different instrument
versions available for every applica-
tion.

Accuracy ±0.2% of fsv

testo 525 Positive pressure meters

Part no.Meas. range Resolution Overload

Accuracy ±0.2% of fsv

testo 525 Absolute pressure meters

Part no.Meas. range Resolution Overload

Accuracy ±0.1% of fsv
Part no.Meas. range Resolution Overload

Accuracy ±0.05% of fsv
Part no.Meas. range Resolution Overload
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0 to 30 bar 0.01 bar 70 bar 0560 5258

0 to 1100 hPa 0.1 hPa ±3000 hPa 0560 5256
0 to 2000 hPa 0.1 hPa ±3000 hPa 0560 5257

0 to 1100 hPa 0.1 hPa ±2000 hPa 0560 5266
0 to +2000 hPa 0.1 hPa ±3000 hPa 0560 5267

0 to +2000 hPa 0.1 hPa ±3000 hPa 0560 5273
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Transport and Protection

Additional accessories and spare parts

Calibration certificates

Configuration settings in instrument
All of the important parameters in the in-
strument can be easily adapted on your
PC using the PC software for testo 525;
regardless of whether you wish to
change a unit or measuring rate or wish
to activate smoothing. No problem. Sim-
ply select the required value using the
pull-down menu and it is transmitted to
your instrument straightaway.

Readout memory
Data is transferred to a file on your hard
disk, where it is permanently filed, when
the “Readout memory” button is pres-
sed. The data can also be shown in a
table. Important information such maxi-
mum/minimum and mean value appear
in the top lines. The data can also be
printed or transferred to Excel.

Online Measurement 
All of the measurement data can be read
straightaway from the graphic appearing
in the initial screen. The data is automa-
tically saved during online measurement.

High speed 
testo 525 carries out 10/20 measure-
ments per second. Fast measurement is
necessary so that pressure drops can be
recognised and recorded. In the case of
high speed measurements, the user can
select when the measurement is to be
started. 

The following can be selected: 
immediately
Measurement starts running ad hoc
Overshooting
Measurement starts once a specific limit
value is overshot 
Undershooting
Measurement starts once a specific limit
value is undershot. 

A trigger mode can also be set up. If a
limit value is exceeded, you can deter-
mine how long afterwards measure-
ments can continue. Recording stops
once the specified time has been rea-
ched. If the limit value is again exceeded,
recording begins again. This mode is
ideal for troubleshooting systems.

-5 to +50 °C
-30 to +85 °C

9V block battery

984

All non-corrosive gases

Piezoresistive pressure
sensor

11 different measuring
units can be set:
bar, mbar, kPa, hPa, MPa,
mmH2O, mH2O, mmHg,
psi, inchH2O, inchHg

Manually, 1 second...60
min selectable

Battery type
Measuring medium

Hose 4 mm (to 7 bar)
NPT 1/8" (from 10 bar)

Conn.

IP54

30 to 95 %RH

LCD, 1 line

RS232 interface

Protection class

Oper. temp.
Storage temp.

See opposite page for information on
accuracies, measurement ranges, re-
solution and overload.

152 x 83 x 34 mm

2 years
270 g

Dimensions

50 hBattery life

Warranty
Weight

testo 525

Zubehör Part no.Accessories

Common data

Technical data

9V rech. battery for instrument, instead of battery 0515 0025

Recharger for 9V rechargeable battery, for external recharging of 0515
0025 battery

0554 0025

Adapter 1/8", for connection hoses 0554 5200

Connection hose, silicone, 5m long, max. load 700 hPa (mbar) 0554 0440

Connection hose set, 2 x 1 m, coiled, incl. 1/8" screw connection, pressure-
tight up to 20 bar, outer diamter 6.3 mm, inner diameter 4.8 mm

0554 0441

Calibration pump, positive pressure , Max. 5 bar 0554 5252

Pressure transmitter 0 to 10 bar, to measure pressure in liquid substances 0554 5254

Connection hose for pressure transmitter to system (1 off) 0554 3170

ISO calibration certificate/Pressure, Differential pressure, accuracy á 0.1 (%
of full scale value)

0520 0035

DKD calibration certificate/pressure, diff. and pos. pressure; 11 measuring
points distributed over the instr. meas. range

0520 0215

Technical data / Accessories

Display

Oper. humidity

Sensor

PC

Other features

Saving interval

Memory

Case made of leather with shoulder strap, For secure storage of measuring
instrument 

0554 5251

Transport case (plastic) for measuring instrument and accessories, For safe
transport 

0516 5200

Software and accessories
Software set incl. RS232 data transfer cable, Software for instrument control
and data management

0554 5256

Software, for instrument control and data management

Software for instrument control and data manage-
ment

0554 5255

Data transfer cable RS 232, Connects measuring instrument to PC for data
transfer

0554 5250

DKD calibration certificate/Pressure, Absolute pressure 11 points distributed
over the whole measuring range (less than 0.1% of fsv)

0520 0222


