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Battery life: 2.5 years with measuring cycle of 15 min (-10 to +50 °C)

Measuring cycle: 1s to 24 h

Software: Microsoft Windows 95b / 98 / ME / NT4-Sp4 / 2000 / XP 

Current/voltage data logger with display

On site: Fast non-contact

data collection (400

data/s), read out centrally

on PC and analysis with

testo 580

testo 175-S2

Logging current of a transmitter signal

Technical data

Meas. range 0 to +1 V

0 to +10 V

0 to +20 mA

+4 to +20 mA

±0.002 V (0 to +1 V)

±0.02 V (+1 to +10 V)

±0.05 mA (0 to +20 mA)

±0.05 mA (+4 to +20 mA)

0.001 V (0 to +1 V)

0.01 V (+1 to +10 V)

0.01 mA (0 to +20 mA)

0.01 mA (+4 to +20 mA)

Accuracy

±1 digit

Resolution

Memory 16000

Oper. temp. -10 to +50 °C

Storage temp. -40 to +70 °C

Battery type Lithium battery

Weight 80 g

Dimensions 82 x 52 x 30 mm

Logs current and voltage in

industrial processes. testo 175-

S2 can be connected, for

example, to the supply line of a

transmitter  to log and monitor

current signals.

The testo 175-S2 current/voltage

data logger shows the scaled

signal from the transmitter directly

on the display. Scaling is via

ComSoft. The display supplies a

fast overview on site of the

current reading, the last value

saved, Min/Max values and the

number of values exceeded.

• Easy operation, convenient

analysis

• Non-volatile memory for secure

data even if battery is spent

• Data is read out without

interrupting the measurement

series

Current/voltage data logger with

display, 1 channel, with external

terminal clips, wall holder and

calibration protocol

Part no. 0563 1761

testo 175-S2

Accessories Ordering data

Fast testo 575 printer, incl. 1 roll of thermal paper and batteries,
infrared thermal line printer with graphics function 0554 1775

Spare thermal paper for printer (6 rolls) 0554 0569

Spare thermal paper for printer (6 rolls), measurement data
documentation legible for up to 10 years 0554 0568

Part no.

Label thermal paper (Testo patent) for testo 575 printer (6 rolls),
can be applied directly 0554 0561

testo 580 data collector including readout holders, for testo
175/177 data loggers 0554 1778 

testo 581 alarm signal output, floating, for testo 175/177,
forwards information efficiently when limits are exceeded to e.g.
horns, lamps, PLC etc.

0554 1769

ComSoft 3 - Basic Set with RS 232 interface for testo 175,
basic software with diagram and table function, incl. desk-top
holder, PC connection cable

0554 1759

ComSoft 3 - Basic Set with USB interface for testo 175, basic
software with diagram and table function, incl. desk-top
holders, PC connection cable

0554 1766

ComSoft 3 - Professional with data management, incl.
database, analysis and graphics function, data analysis, trend
curve (without interface)

0554 0830

ComSoft 3 - For requirements to CFR 21 Part 11, incl.
database, analysis and graphics function, data analysis, trend
curve (without interface)

0554 0821

RS 232 interface for testo 175/177 incl. desk-top holders, PC
connection cable, (please also order for ComSoft 3 -
Professional)

0554 1757

USB interface, for testo 175/177 incl. desk-top holders, PC
conn. cable, (Please order with ComSoft 3 - Professional) 0554 1768

Ethernet adapter, RS 232 - Ethernet incl. software driver, mains
unit, facilitates data communication in network 0554 1711

Lock for wall holder for testo 175/177 data loggers 0554 1755

Battery, 3.6 V/0.8 Ah 1/2 AA, for testo 175-T3/175-H1/175-
H2/175-S1 0515 0175

Transport case for up to 5 testo 175 data loggers, testo 575
printer, testo 580 data collector and accessories 0516 1750 

ISO calibration certificate/electrical, calibration in measurement
ranges 0 to 20 mA; 4 to 20 mA; 0 to 1 V; 0 to 10 V 0520 1000

Recommended Set: testo 175-S2, starter set with limit signal

output

Current/voltage data logger with display, 1 channel, with external terminal clips, wall
holder and calibration protocol

0563 1761

testo 581 alarm signal output, floating, for testo 175/177
0554 1769

Lock for wall holder for testo 175/177 data loggers
0554 1755

ComSoft 3 - Basic Set with RS 232 interface for testo 175
0554 1759

Calibration Certificates Part no.

Ext. chann. (fixed) 1


