
Accessories

Mini wind tunnel 

You can draw up your own ISO
certificates using the wind tunnel
and a certified Testo measuring
instrument. All of Testo´s velocity
probes can be checked and
calibrated using the mini wind
tunnel (except Ø 100 mm vane
probes).

Draw up your own ISO calibration
certificates! The Testo mini wind
tunnel can be used for regular
checks on velocity probes and
measuring instruments in your
company.

Part no.

0554 0450

You already have a Testo measuring
instrument with velocity probe and
calibration certificate and you want
to calibrate more probes of the
same type using the wind tunnel. 
Mini wind tunnel incl. power
connection cable

Length: 610 mm
Ø meas. tunnel: approx. 100 mm (inside)
Velocities: 2.5/5/10 m/s, can be switched
Range of application: +10 to +40 °C
Probe holder: For all of Testo´s  
velocity probes except vane probes with Ø 100
mm
Motor: Direct current fan
Power supply: 230 V/50 Hz or 110 V
can be switched, built-in IEC socket
Warranty: 2 years 

Technical data

Testo mini wind tunnel, affordable set for beginners

- Mini wind tunnel incl. power connection cable (Part no. 0554 0450)

- testo 435-2, multi-functional measuring instrument for A/C, ventilation and Indoor Air Quality with
readings memory, PC software and USB data transmission cable, incl. battery and calibration
protocol (Part no. 0563 4352)

- Vane meas. probe, 16 mm diameter, with telescopic handle max. 890 mm, e.g. for meas. in ducts
(Part no. 0635 9535)

- DAkkS calibration certificate/velocity* (Part no. 0520 0254)

Recommended set

Testo mini wind tunnel with reference measuring system

- Mini wind tunnel incl. power connection cable (Part no. 0554 0450)

- testo 400, multi-function measuring instrument, incl. store for up to 500,000 readings, VAC
module (volume flow measurement with error calculation), battery, Li cell and calibration protocol
(Part no. 0563 4001)

- Vane/temperature probe, Ø 16 mm, attachable to 0430 3545 handle or 0430 0941 telescopic
handle(Part no. 0635 9540)

- Cable, 1.5 m long, for connecting vane probes with plug-in head to the measuring instrument (Part
no. 0409 0045)

- DAkkS calibration certificate/velocity* (Part no. 0520 0254)

3 speed levels can be set: 2.5/5/10
m/s 

The readings are traceable to the PTB
standard if Testo´s DAkkS certified
testo 400 reference instrument is
used

Accuracy of wind tunnel: ±1 % of
reading (at least 0.1 m/s) plus
calibration uncertainty of the
respective reference instrument´s
certificate

*Successor organization of the DKD


